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4200FA XT 50 kVA UPS

Model TA2X3X500XAMXN
Number OR EQUAL
Capacity | KVAKW 50/40

Topology True on-line, double conversion, IGBT PWM, with active input power factor correction

Input Voltage - 480V, 3 Phase, 3 w +Gnd

Voltage Range - +10% to -30% (without utilizing battery
Power Factor — greater than 0.98

Current THD — Less than 3%

Frequency — 50/60 Hz (range 45-65Hz)

Current Limit — 115% maximum

Output Voltage — 480V, 3 Phase 4 w+ Gnd

Frequency - 50/60 Hz+ 0.01% (can be used as a frequency converter)

Voltage Regulation - < 1% balanced, 100% load step /< 2% unbalanced, 100% load step

Overload (inverter) — 125% for 90 sec. 150% for 30 sec

Overload (bypass) — 125% for 10 min. 1,000% for 10 ms

Battery D C Link — 288 VDC

Ripple Voltage - <2% DC

Environment | Temperature Range — 0 -40°C (operating) / -20 - +50°C (storage)

Relative Humidity — 0-85% non condensing

Heat Rejection — 17,737 BTUs

Efficiency — AC/DC/AC 88.5%

Dimensions | Dimensions (L x W x H) — 35.4" x 37.6" x 59.8"

(1/2) UPS Weight (Ib)
Transformer(s) | 1,581/ 1,941

Audible Noise -<65 Dba AT 1m
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Battery Specifications
Pg. 20F 3
For UPS, switchgear and control applications
1.370 KWC, 15 min. 1.67 vpc
Model: 4XTHP-11
FProduct Line: XTHP Series
Specific Gravity: 1.215
Type: Flooded 20 year
Grid Type: Lead Calcium
No. Cells / Jar: 4
Part Number: Cw18007
No. Plates: 11
Float Vdc 2.22
Equalize vDC: 2.33
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