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BOBCAT 8811 BACKHOE

REQUIRED FEATURES
Dig Depth............ccecreurenneeeo... The backhoe will have at least 11 feet of dig depth.
Bucket Dig Positions ............. There will be a single bucket mounting position for both straight

wall digging and power digging.

Bucket Rotation ...c...iami There will be a full 200 degrees of rotation for straight wall
digging.

Stabilizers. ... uicissaiin The backhoe must have fold-down stabilizers. Street pads must be
available.

Controls.......c..oovevevevecreeennn. The boom, dipper arm and bucket will be controlled by two hand

levers. The stabilizers will be controlled by two hand levers.
Cylinders.....ccocevevrenenneerensennns All cylinders must be double acting.

Swing Cylinder ..., The swing cylinder will be internally cushioned to reduce boom
shock loads.

Clearance...........c..eeeeovennennnn. There will be a minimum of 4 2" of ground clearance.

Backhoe Mounting................. Attached to lift arms by way of a quick-tach system (Bob-Tach™)
which locks the backhoe on with two levers.

Attached to loader frame by two hook and pin style mounts with
locking levers.

Allows experienced operators to mount and dismount backhoe to
and from loader in four minutes or less.

Boom Locking Pin.................Backhoe must have a boom locking pin as standard equipment to
lock boom in up position while transporting.

Bucket Mounting .........ccocveeu.. Buckets may be secured with a bolt-on X-change™ quick attach
mounting or be pin-on.

Attachment Mounting ............ Attachments will be secured with a bolt-on X-change™ quick
attach mounting system.

Auxiliary Hydraulics..............Must be available for running attachments such as a hydraulic
breaker.
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Dig Depth

= IVEARTINIIT o i oot s o s e s s S NS R S TR T v 135.7"

=27 Flat BOtOM.u.iiciieeeciieceiieeeieeectee e cvne e ceata e s e s s e 134.8"

= 87 Bt BOODNL ciss o msmissssmessasssvismmuss ssmmievs s sasssss v s cariansss 119.3"

= BHEAIBHE Wall iuinumnsmiisstih s ey 92.4"
Loading HEight ......oeveiiiiiieeeee e e e 100.0"
Maximum Reach

= At Load heghl conanmnnnannnsassasrnamimie. 59.2"

- From SWiNg PiVOt....ccccoeeeeriieieriieerreee e 166"
BUclest ROUATIBN .. anwmsecnci mi s s ia ottt 200 degrees
SWIBEATE . omesnsmssmmnsssmmspssssansssnssasasssssamsassr st msanemsar s ssd eie s AN R 180 degrees
LEvVElng ATPIS cccmmmmminsmmnsinis st esssssinsismsnessasr s 7 degrees
Backhoe Weight (withoit bucket) -..covisammnunmmansnmnssammin 1986 1bs.

DIMENSIONS
Overall Operatifig HEIpht.....ccunummnmisnaisiivaiiioreisn 161.0"
Transport HEIENE .. ...uomnmsersmsserasasssiosiisssisrsiintisessiasssmiaessmivariironinsin: 106.9"
Stabilizer Sircad HralSPOIL) - wsmmmrmasmmnismmeimammressssmresosnssans 82.0"
Stabilizer Spread (Operatifig) o ovicnvn cussvsinminmessiinmasismmss s 130.3"
GroUNd CLEATANCE ....oeeeeveeeeeeeeeteieecneeeeteaessnne s raesssntesssbaaassaneessbranansns 4.0"
HYDRAULICS
System Relief.......cvvvvineninininiircrneeesse e 2300 psi
Digging Force
Bucket ........... e B R T R R 6000 Ibs.
TERRVEIET s KRR 3 M A AN RS SRR A R AR A S 4069 Ibs.
LIFT CAPACITY
Boom: Swing Arc & Over End
ORI oo e S TR s 939 Ibs
@ 6 el ... s 1074 1bs
Dipper: Swing Arc &.Over End
1 i - T e 908 lbs.
SAFETY

e Operation and safety decals must be displayed on attachment.




